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Originally 
Proposed in 
2000 
(0158/00) 

16 above 
ground 
levels 

69 m -Access from 
Tara Street 
- 1105 m2 of 
retail at ground 
and mezzanine 
level. 

20, 366 m2 of 
office space. 

2 level basement 
carpark with 54 
car parking 
spaces. 

5 levels of a 
granite plinth 
extending 
over the 
“loopline” 
bridge 

Mechanical 
plant on 
upper 
basement 
level. 

 
2001 
Unselected 
scheme: 
presented to 
DCC 

16 above 
ground 
levels 

69.6m -Access from 
Tara Street  
-330m2 of retail 
at ground level 

13310 m2 of 
office space + 
1065 m2 of 
Rest/Bar. 

2 level basement 
carpark 

Separate 
access via 
wintergarden to 
office lobby at 
first floor level 

Mechanical 
Plant on 
15th and 
16th floors. 

 
2001 
Selected 
proposal: 
Presented to 
DCC. 
P. Application 
(0948/01) 

15 above 
ground 
levels 

60.8 m at 
north apex 
and 57m at 
south apex. 

-Access from 
Tara Street 
and George’s 
Quay in the 
form of a 
winter garden. 
- 95 m2 of 
retail 

Gross area 
Over 
concourse 
of 17,605 m2 
consisting of 
14580 m2 of 
office space + 
1100 m2 of 
Rest/Bar on 
12th Floor. 

2 levels of 
basement 
carpark with 40 
car parking 
spaces. 

- Tara Street 
access. 
- Granite wall to 
west of 
Kennedy’s 
public house 
incorporating 
a media wall. 
- New glazed 
roof at platform 
level 

Mechanical 
Plant on 
13th and 
14th floors. 
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2001 
Revised 
submission 
under same 
application 
(Further 
Information 
Request) 

15 above 
ground 
levels 

44.9m roof 
line on 
Poolbeg 
and Tara 
Streets with 
overall roof 
apex of 
60.8 m. 

-Access from 
Tara Street 
and George’s 
Quay in the 
form of a 
winter 
garden. 
- 95 m2 of 
retail 

Gross area 
above 
concourse 
reduced to 
16,248 m2. 

- Loading bay 
added to Poolbeg 
Street 
- The first (upper) 
floor of car parking 
containing 16 cars 
and 87 
bicycles with 
second and lower 
basement level 
containing 20 car 
parking spaces. 

- 4 storey projecting 
glass element on the 
corner treatment at the 
PoolBeg Street/Tara 
street. 
-Extension of glass 
wall at Station 
Concourse along 
Poolbeg Street by 
3.5m. and addition of 
louvered wall. 

Service core 
redesigned 
to circular 
core.Service 
traffic Access 
to East. 

 

Second 
Revision 
under same 
application: 
Approved in 
2002 by An 
Bord Pleanala 
under PL 
29S. 128164 

 Poolbeg 
Street ht 
reduced by 
3.9m +Tara 
street by 
7.8m. 
60.8m. at 
apex. 

  10 accessible 
car parking 
spaces 
Cycle parking for 
150 bicycles. 

The glass wall 
forming the station 
concourse and the 
entry into the offices 
onto Tara Street 
extended by 
3.5m. 

 

2008 
Now 
Proposed 
Scheme: 
Based on 
approved 2002 
scheme 

- 14 above 
ground 
levels; 
- 1 
basement 
level 

60.8m 
roof 
apex. 

  10 accessible 
car parking 
spaces 
Cycle parking for 
150 bicycles 

Reconfigura 
tion of construction 
scheme to allow 
station to remain 
open 

- Circular core 
located in 
original 
position 
- M + E Plant 
located on top 
floor, roof and 
in basement  

 


